DrumQuik® Specifications

DrumQuik® Modular Series Quick Disconnect
Systems for Chemical Drums and IBC's. The
revolutionary DrumQuik® chemical dispense

| systems incorporate the award winning
ChemQuik® Quick Disconnect Coupling
echnology (Patented) into a modular dip-tube

' based system for the extraction of aggressive or
| ultra-pure chemicals from Jerry-cans, drums

' and large Intermediate bulk containers
(IBC's/Totes).

Easy-to-use + Saves time and $3$$ + Increases worker safety * Rugged &
Reliable

A TRUE CLOSED SYSTEM... minimizing potential exposure to chemicals and
fumes!

DrumQuik® offers the operator unparalleled EASE-OF-USE, SAFETY and
RELIABILITY. Imagine making a NON-SPILL & FUME-FREE connection to your
chemical containers, 1000's of times. without the need for maintenance! No other
method for extracting chemicals from a rigid container performs like a DrumQuik®!

Any standard CPC ChemQuik® , NSH or HFC12 Series coupling set can be used
(or even common fittings). Simply thread the coupling(s) into the DrumQuik® drum
insert to provide the system connection. Then thread in a Dip-tube of proper length
for a perfect match to your drum or IBC/Tote. Insert the assembly and that's it, the
system is operational!

This modular design allows the customer to "build up" the drum insert from "off-the-
shelf' components allowing easy, on-site assembly and servicing! Unsurpassed
system flexibility results in a system that can easily meet any level of purity, flow
capacity and budget! No other method for extracting chemicals from a rigid
container is as flexible or performs like a DrumQuik®!

Non-Spill design » 100% metal & spring-free flow path « High flow capacity (up to 7.3C v)
Modular design « 2" Buttress Bung threads » Closed-system (no exposure to drips or fumes)
EPDM, Viton® , SimrizT & ChemrazT perfluoro seals » Polypropylene & PTFE material options

Physical & color keying « Many fitting terminations available « Low cost options



Specifications:

Construction Type: Modular Drum Insert Bung & Dip-Tube.
Number of Ports: Iié)rct)ne 3/4 NPT Liquid port and one 3/8 NPT Vent
Drum Thread: Industry standard: USA: 2" Buttress, 2" NPS

Europe: BCS: 56x4 (Coming soon)
BCS: 70x6 (Special order)

35.3" (897mm ) or 55" (1397mm) options (from
sealing surface)

Operating Pressure: 0 to 45 psig (O to 3.1 bar)

0° to 150°F (-17 to 65°C), polypropylene limited to
32°F (-17 °C)

Upto C v =7.3, depending on which couplings are

Dip-tube Length:

Op. Temperature:

Flow Capacity Cv:

selected
Liquid Spillage/ As little as 0.05 ml per disconnect / 0.03 cc per
Air Inclusion: reconnect
Connect/Disconnect YES, up to full rated pressure! Connect force is
Under Pressure?: constant!
Materials of Construction:
Bung & Dip-tube: Virgin high-purity polypropylene and PTFE options
Seal Kits: EPI_I)M, Viton ® FKM and FEP Encapsulated Viton ®
options
Coupling Depending on Coupling or fitting selected (see
Components: catalog for specifications)

Flow Performance:



DrumQuik® Flow Performance
{Tested with water in dispense flow direction)
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